
Announcement  

process monitoring device  

PUC 28/ PUC 28 K 
 

 

Process monitoring panel for climate 

data display 

 

- Integrated, high precision measurement 

of differential pressure 

- Measurement ranges ± 100 Pa or ± 250 

Pa, freely scalable within this range 

- For measuring positive or negative 

pressures, even asymmetrically 

- Measurement ranges/outputs can be 

configured 

- Inductive measurement cell for highly 

accurate measurement and temperature 

stability 

- Bilingual operating menu 

- Wall recessing IP 65 

- CE certificate 

- % rF / °C-pressure transmitter, 

switchable 

- Anodised aluminium housing with easy-

to-clean front surface 

- With external calibration ports (design 

“K”) for on-site calibration without 

disassembly 

- 3 analogue outputs, optional digital 

interface 

- Acoustic alarm when the threshold 

value is exceeded (acknowledgement 

via key) 

- Optical alarm signal if critical values are 

exceeded; the display values are shown 

cyclically inversed/ normal 

- With two contact points (6 A/ 230 VAC) 

- With two adjustable limit switches 

 

Technical data 

 

Measurement  

ranges: ± 100 Pa or ± 250 Pa, 

freely scalable within this 

range 

Margin of error: 0.5 % of max. value 

Output signal:  0..10 V, 0/4..20 mA 

adjustable 

2 contact points, 6 A, 

230 VAC, can be 

configured as desired 

within this pressure 

range 

Input signal 

humidity/ temperature 

module 



(galvanically  

separated): 0..10 V, Ri = 470 kΩ 

0/4..20 mA, Ri = 50 Ω 

adjustable 

Power supply: 24 VDC, ± 10 % 

 smoothed 

Temperature 

coefficient span: 0.03 % of max. value / K 

(10..50 °C) 

Temperature  

coefficient  

zero point: ± 0 % (cyclical zero-point 

correction) 

Max. system  

pressure: 10 kPa 

Overload capacity: 200 x 

Medium: air, all non-aggressive 

gases 

Sensor  

response time: 25 ms 

Time constant:  25 ms.. 40 s (adjustable) 

Operating  

temperature: 10..50 °C 

Storage  

temperature: -10..70 °C 

Power 

consumption:  approx. 7 VA 

Weight:  approx. 1 kg 

Display: LED-display, 3 lines 

Pressure ports: for tubing NW 3..6 mm 

Protection class:  IP 65 (recessed in the 

wall) 

Housing front: anodised, aluminium 

housing with easy-to-

clean front surface 

Dimensions: 150 mm x 250 mm x 42 

mm 

Housing  

installation: installed in wall (panel) 

Certificate: CE 

Data interface: PROFIBUS DP (optional), 

RS 232 (optional) 

Bus connection: 9-pin Sub-D flush type 

connector,  

Sub-D with 150 mm 

cable,  

round pin connector M 

12 with 150 mm cable 

Optional: DAkkS calibration 

certificate, 

 ISO factory calibration 

certificate, 

 connector with bus 

termination resistor 

  

 



Designation: process monitoring 

device 

Type:  PUC 28/ PUC 28 K 

Manufacturer:  halstrup-walcher 

GmbH

 


